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Core benefits   
• Unique composite deck frame 
• Flushed hinges 
• Flushed and modern design 
• Made in Sweden

Part no Product description Inner / Outer handles Stay

Outer dimensions   
[mm]

Height 
[mm]

Cut-out dimensions  
[mm]

Weight 
[g]X Y R H A B C

Master Flush Hatch

H1000-2401 Master Flush Hatch 10 Composite Friction hinges 330 330 10 31 260 260 42,5 2500

H1000-2401AS Master Flush Hatch 10 with Anti Slip Composite Friction hinges 330 330 10 31 260 260 42,5 2500

H1000-2403 Master Flush Hatch 10 Composite / Stainless steel Friction hinges 330 330 10 31 260 260 42,5 2600

H1000-2405 Master Flush Hatch 10 Stainless steel Friction hinges 330 330 10 31 260 260 42,5 2900

H4400-2411 Master Flush Hatch 44 Composite Manual 512 512 10 31 442 442 42 5600

H4400-2411AS Master Flush Hatch 44 with Anti Slip Composite Manual 512 512 10 31 442 442 42 5600

H4400-2413 Master Flush Hatch 44 Composite / Stainless steel Manual 512 512 10 31 442 442 42 5900

H4400-2415 Master Flush Hatch 44 Stainless steel Manual 512 512 10 31 442 442 42 6400

H6000-2411 Master Flush Hatch 60 Composite 2 x Manual 577 577 10 31 506 506 40 6800

H6000-2411AS Master Flush Hatch 60 with Anti Slip Composite 2 x Manual 577 577 10 31 506 506 40 6800

H6000-2413 Master Flush Hatch 60 Composite / Stainless steel 2 x Manual 577 577 10 31 506 506 40 7100

H6000-2415 Master Flush Hatch 60 Stainless steel 2 x Manual 577 577 10 31 506 506 40 7600

Rutgerson’s popular Master Flush hatch assortment has now evolved to a new 
design called V2 (Version 2).
The new design elements include a new hinge concept, a new manual stay 
and new handles in composite that are flushed. 

The new hinge is made of black composite and completely flushed, fitting 
the most modern boat designs. The stay is now sleeker with a less bulky 
fastening to the deck frame. As with our original design, the hatch is flushed 
but requires a recess on the deck. Once the recess is in place, however, the hatch is easy to install. The 
recess corresponds to the market standard dimensions, which means that it is incredibly easy to change hatch. 
The hatches consist of a faced, tinted acrylic glass and a frame made out of a high-tech composite. The 
combination of clever construction and the unique innovation of a composite frame results in the lightest and 
most durable hatch on the market.

The Master Flush range is available with a durable anti-slip tape, the article number ends with “AS”. 

Like all other products from 
Rutgerson, the Master Flush 
Hatch V2 is designed and 
produced in Marstrand, 
Sweden. 

The assortment is available 
from January 2023.


