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Super Ring Selection Guide

 Super Rings

Press speed MAX 5,0 m/min
Sailmaker Ounces [smoz]: The weight in Ounces of a 36"x28.5" piece of cloth. Please note that recommended loads and max loads are typical 

Ring size Suitable application
Hole punch Ø 

[mm]
Press force on die 

[tonnes]

Patch weight

Ounces/Sailmakers 
yard [smoz]*

grams/sq.metre  
[g/m2]

10 Sailboards, dinghy´s and reef points 11 Press by hand 25 
35

1100 
1500

12 Sailboards, dinghy´s and reef points 13 Press by hand 25 
35

1100 
1500

14 Dinghy's light keel boats and reef points 15 3-5 25 
40

1100 
1700

14L Industrial and thick cloth applications 15 3-5 30 
45

1300 
1900

20 25-30ft boats 22 11-13 40 
70

1700 
3000

20LD Sailboards and spinnakers 22 8-10 30 
70

1300 
3000

25 28-32 ft boats 28 15 50 
70

2100 
3000

25LD Spinnakers and 28-32 ft boats 28 11-13 50 
70

2100 
3000

25SL Slider Parachutes and spinnakers 28 6-8 20 
40

900 
1700

35 30-36 ft boats and heavy parachutes 38 22 70 
90

3000 
3900

45 34-46 ft boats 48 25 80 
100

3400 
4300

55 46-80ft boats 60 25 (1st pressing) 

30 (2nd pressing)
80
100

3400 
4300

Titanium

14 Dingy's, light keel boats and reef points 15 3-5 25 
40

1100 
1700

20 25-30 ft boats 22 9-12 40 
70

1700 
3000

25 28-32 ft boats 28 13 50 
70

2100 
3000

35 30-36ft boats and heavy parachutes 38 20 70 
90

3000 
3900

45 30-36ft boats and heavy parachutes 48 23 80 
100

3400 
4300


